


8Gb/s Fibre- SAS/SATA Ser ies

Technical S pecifications

Hardware Configurations

S1258E S1658E S2458E
S1208E S1608E S2408E

Storage Controller

Dual or single controller(s), each providing two 8Gb/ s FC host ports

Cache Memory (per controller)

Default 1GB, upgradeable to 2GB

No. of Drives (SAS or SATAII) 12 16 24
Max. No. of Drives 84 112 104
. R1684 R1684 R1684
Expansion Enclosure R1674 R1674 R1674
SAS Expansion Port (per controller) One
Power Two 530W Two 530W Three 405W
Cooling Cooling modules housed within the power supply units
Dimensions* 2U, 19-inch rackmount 3U, 19-inch rackmount 4U, 19-inch rackmount
Highl ight s
Green Power supplies delivering high energy efficiency; dynamic cooling mechanism; s mart drive

spin-down

RAI D Configurations

-RAID level 0, 1(0+ 1), 3, 5, 6, 10, 30, 50, 60
- Up to 32 logical drives and 64 partitions per logical drive
-Up to 1024 LUNs

Availability and Reliability

> Redundant, hot-swappable hardware modules

- Multi-pathing support (EonPath); Device mapper support

- CacheSafe technology, protecting ached data during power outage by meking kackup kattery provide
power to write them into flash nmodule

SANWatch’ management suite; Embedded RAI DWatch’; Terminal via RS-232C; Telnet/ SSH/LCD

Management front panel

Notification Email, Fax, LAN broadcast, SNMP traps, SMS, MSN messenger

0sS Windows Server 2003, Windows Server 2008 (including Hyper-V)**, Red Hat Enterprise, Linux,
Leeers SUSE Linux Enterprise, Sun Solaris, Mac OS X, VMware* *

Service and Warranty - 3-year limited warranty for subsystems

- Optional warranty upgrades available

* For detailed dmensions, please check Infortrend website.
** The date of fully tested support will be released on MPAK  website.
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