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Models Controller
RHO54E Dual
RHO04E Single
F1654E Dual
F1654E Dual
F1604E Single
F1604E Single

A16F-J2430-G

Subsystem Characteristics

- SFP host ports

- COM port

- PSUs

- Cooling modules

- Diagnostic LEDs on all FRUs

- Enclosure service via I°C bus,
reported to RAID via SES
enclosure service
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- No. of disk trays 16
- 3Gbps SATA-II disk drives
- S.M.A.R.T. support

4Gb/s or 2Gb/s FC SFP for LC type cables

- 4Gb/s or 2Gb/s FC SFP for LC type cables
- Subsystem self-diagnostics

Worldwide Headquarters
Tel:+858-495-1000
Fax:+858-495-1010
http://www.mpaktech.com

FC Ports Channels
12 12
12 6
12 6
8 4
12 6
8 4

Management

- SES enclosure monitoring via host links
- Management is handled via RAID enclosures
- Terminal via RS-232C
- Telnet /SSH
- LCD keypad panel
- Event notification methods:
Email, Fax, LAN broadcast, SNMP traps,
SMS, MSN

Requirements
- AC Input: 100-240VAC 530W with PFC
- DC Output: 12V-32A; 5V-32A; 3.3V-30A
- Relative Humidity:

5% to 95% non-condensing
- O perating Temperature:

0°Cto40°C

Dimensions
- 445mm (W) x 130mm (H) x 486.2mm (D)
(17.5x 5.1 x 19.2 inches)

Drive Bays S calability

N/A ] 14 SBODs
RAID* 5 jBODSs

N/A

16 1RAID +13 SBODs

16 1RAID +6 SBODs

16 1RAID +13 SBODs

16 1RAID +6 SBODs

SPECIFICATIONS (((®

Copyright @ 2008 MPAK Technologies , Inc. All rights reserved. Product features and specifications are subject to change without notice.
Infortrend assumes no liability whatsoever, and Infortrend disclaims any express or implied warranty, related to sale and/or use of Infortrend products including liability or warranties relating to fitness
for a particular purpose, mechantability, or infringgement of any patent, copyright or other intellectual property rights.

Certificates

- |[EC 60068-2

- MIL-STD-810E/883E

- ISTA

- ASTM-D3332

- IPC-TM-650

- IEC 1000-4

- |[EC 1000-3-2, IEC 1000-3-3
- 1SO 7779/3744

EMC
- CE
- EN 55022: 2006
- EN 61000-3-2: 2006
- EN 61000-3-3: A1: 2001/A2: 2005
- EN 55024: 1998/A1: 2001/A2: 2003
- FCC (FCCP art 15, subpart B)
- BSMI (CNS 13438)

Safety
-+ UL (60950-1: 2006)
- BSM
- CNS 14336: 1993
-IEC 60950-1, F irst Edition
- CBIEC 60950-1: 2001

RoHS Compliance
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