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AVAILABLE MODELS

CHARACTERISTICS
.  RISC CPU
.  
.  
.  
.  
.  LCD keypad panel                                   1
.  COM ports                                                2
.                                 1   
.  PSUs                                                   2
.  Cooling modules                                3 (A12S) or 2
.  Diagnostic LEDs on all FRUs                                                                                

DRIVE INTERFACES
.  
.  3Gbps 

HOST CONNECTION PORTS
.  
.  

.  

.  

.  Up to 64 LUNs (varied by memory size)

.  

.  

.  

ASIC400 RAID engine
Default DDR cache memory               256MB            
SAS host ports                                        2 or 4
BBU                                                      option

10/100 Ethernet port 
       

No. of disk trays                                   16/12/ 8           
SATA-II 

Data single port bandwidth                  12Gb/s           
Tag command queuing                         1024

RAID CONFIGURATIONS
RAID Levels 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60
Up to 32 logical drives (varied by memory size)

Up to 2GB cache per controller
Multiple array configurations
Infortrend Smart, proactive fault management 

   technologies  

      

.  

.  

.  

.  

.  UPS status detection

.  Multiple Local, Global, and Enclosure-specific 
   hot-spares

.  

.  Web

.  

.  

.  

.  

.  CE

.  FCC (

.  BSMI (

.  UL (60950-1: 2003)

.  BSMI 
CNS 14336: 1993
IEC 60950-1, First Edition

GOST-R

 

HIGH-AVAILABILITY
Redundant, hot-swappable FRUs        
Subsystem self-diagnostics
Parity regeneration and Media Scan scheduler 
Li-Ion battery backup unit

MANAGEMENT SOFTWARE
Java-based SANWatch software

-based embedded RAIDWatch
Terminal via RS-232C           
Telnet/SSH     
LCD keypad panel      
Event notification methods

      - Email
      - Fax
      - LAN broadcast  
      - SNMP traps  
      - Cell phone message 
      - Instant messengers

APPROVALS
EMC

      - EN 55022: 1998/A1: 2000/A2: 2003      
      - EN 61000-3-2: 2000/A1: 2001
      - EN 61000-3-3: 1995/A1: 2001
      - EN 55024: 1998/A1: 2001/A2: 2003

FCC Part 15, subpart B)
CNS 13438)

Safety

      - 
      - 

RoHS Compliance

 

. 

.  Microsoft Windows 2000 Server

.  Microsoft Windows 2003 Server

.  Sun Solaris ver. 9/10

.  RedHat Linux ver. 8/9, 64-bit, Enterprise ver.3

.  SuSE: Linux ver. 8/9, 64-bit

.  Fedora 64-bit

.  Mac OSX ver. 10.4
    

.  
  

.  

.  

.  

.  

.    2U (A12S/A08S), 19-inch rackmount chassis:

.   3U (A16S), 19-inch rackmount chassis:

 

OS SUPPORT
                       

Microsoft WHQL-Windows Server 2003

REQUIREMENTS
AC Input :

  100VAC to 240VAC with PFC (auto-switching)
DC Output (2U):

   350W, 12V-25A; 5V-25A; 3.3V-20A
DC Output (3U):

   530W, 12V-32A; 5V-32A; 3.3V-30A
Relative Humidity :

   5 to 95% non-condensing 
Operating Temperature:

   0º to 40ºC (without BBU)
   0º to 35ºC (with BBU)

DIMENSIONS   

      - Chassis without handles:  
         446 (W) x 88 (H) x 490 (D) mm 
         (17.5 x 3.5 x 19.2 inches)
      - Chassis with handles: 
         482 (W) x 88 (H) x 505 (D) mm 
         (19 x 3.5 x 19.9 inches)

 
      - Chassis without handles:  
         445 (W) x 130 (H) x 488 (D) mm 
         (17.5 x 5.1 x 19.2 inches)
      - Chassis with handles: 
         483 (W) x 131 (H) x 504 (D) mm 
         (19 x 5.1 x 19.8 inches)

                

*

Drive B ay

 

 C ontroller

 

Model

 

Hos t P ort

 

Hos t C hannel

 

A1604

  

Single

 

164

 

4 via 4 SAS ports
(4 PHYs per channel)

 

A0804

  

Single

 

82

 

2 via 2 SAS ports
(4 PHYs per channel)

 A1204

  

Single

 

122

 

2 via 2 SAS ports
(4 PHYs per channel)
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