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A08S-C2132

SPECIF ICATIONS

Subsystem Characteristics
.   

.   Up to 1GB cache
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.  
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.

  

.  PSU (A08S-C2131)                                                                         

.  Cooling modules                                                    

.  Diagnostic LEDs on all FRUs

Drive Interface
.

  

.  3Gbps SATA-II

Host Connection Ports
.  Data single path bandwidth 
.
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ASIC400 RAID engine

SAS host port (A08S-C2131)                                             

LCD keypad panel                                             
Default DDR cache memory  
10/100 Ethernet port                                    
COM port                                                   

No. of disk trays

                                                                      SAS: 12Gbps
Tag command queuing                                      256

RAID Con�gurations
RAID levels 0, 1(0+1), 3, 5, 6, 10, 30, 50, 60
Multiple array configurations

ackground rebuild/scan/initialization      
Infortrend Smart fault management technologies

High Availability
Redundant, hot-swappable FRUs 
Subsystem self-diagnostics           
Li-Ion battery backup (optional)
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.  MAC OS X Version 10.4  
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.
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OS Support
Microsoft Windows 2000 Server/2003 Server
Sun Solaris ver. 9/10                       
Red Hat Linux ver. 8/9, 64bit, Enterprise ver. 3
SuSE: Linux ver. 8/9, 64bit
Fedora 64bit

Requirements
AC Input: 90-264 VAC with PFC 
DC Output: 12V-16A; 5V-25A; 3.3V-20A

Relative Humidity: 
   5% to 95% non-condensing

Operating Temperature: 
O O   0 C to 35 C (operating) 

O O   -40 C to 60 C (non-operating) 
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Consumption: 250W

SAS host port (A08S-C2132)                                             2

  PSU (A08S-C2132)                                                                         2

Approvals
. BSMI, CB, UL, FCC Class B, CE/FCC, CCC

.  Java-based  SANWatch 
 software
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.   155mm W x 370mm H x 343mm D   

Management

     

Terminal via RS-232C            
Telnet/SSH
LCD keypad panel     
Event notification methods: 

   Email/Fax/LAN broadcast/
   SNMP traps/SMS/MSN

Dimensions (tower)
                  

                  

Optional Module
. BBU 11

  Windows XP and Vista.

8

.

.

Net Weight
   A08S-C2131: 11.4 kg
   A08S-C2132: 12.5 kg

.   

* Microsoft WHQL - Windows Server 2003

RoHS Compliance

.  Web-based embedded
 RAIDWatch


